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10 Fit the chain tensioner fo the lower timing chain with a
new gasket,

Tightening torque 60 Nm (44 Ibf .

11 Rermove the inspection gauge from the fuel distributor
purnp and tighten the bolts on the sprocket

Tightening torque 20 Nm (15 Ibf f.

12 Position the inspection gauge 83 95 337 into the recess in
the fuel distributor purnp again

13 Make sure the camshaft gear runs freely on the camshaft
and it a new bolt. Tighten it by hand
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14 Fit the adapter for timing chain adjuster 63 95 384 onto the
camshaft gear and fit the adjuster on the cylinder head

15 Secure the position of the adapter on the camshat gear by
turming it slightly anti-clockwise with a ratchet handle
Tighten the adjuster screw on the tool

IMPORTANT

Inspection gauge 83 95 337 must be easily removed and
fitted the whole tirme. Ifthis s not the case then slightly
loosen the adjuster screw on the tool

16 Tighten the bolt on the camshat gear.
Tightening torque 90 Nm (66.5 Ibf f}) + 60&ring;.

17 Fit the chain tensioner for the upper timing chain with a
new gasket

Tightening torque 60 Nm (44 Ibf .

18 Rermove al the tools and gauges
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18 Tum the crankshat two revolutions with the pulley centre
bolt unti it comes just in front of the mark for top dead
centre in cylinder 1. Make sure both carm ridges for
cylinder 1 are pointing up

Position the inspection gauge 63 95 352 into the hole for
the crankshaf position sensor. Press in the tool at the
same time as the crankshat is tumed to the zero marking
The tool will then enter a recess in the crankshaft and lock
it

Make sure the markings on the crankshaft pulley and the
timing cover are aligned. The arrow on the single timing
chain sprocket on the fuel distributor purmp must also be
aligned with the recess in the purmp.

Position the inspection gauge 63 95 337 into the recess in
the fuel distributor purnp

Position the inspection gauge 63 95 386 to the camshaft
and cylinder head

Rermove all the inspection gauges

Cover the opening in the timing cover with a lint-free cloth
and clean the sealing surfaces fiom any remains of the old
gasket. Also, clean the sealing surface on the cap.

Apply a string of sealing compound 57 61 841 approx. 2
rrn wide to the cap, remove the cloth from the fiming
cover and fit the cap

Tightening torque 6 Nm (4.5 Ibf o

EIrNi
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27 Clean the sealing surfaces on the upper part of the intake
manifold.

26 Fit a new gasket onto the lower part of the intake manifold
and it the upper part

Tightening torque 22 Nm (16 Ibf .

29 Clean the sealing surfaces on the cylinder head from
rernains of the old gasket

30 Position a new gasket on the camshaft caver. The balts
have sleeves on which the gasket fits.

31 Apply sealing compound 57 81 841 to the sealing surface,
see illustration

32 Position the camshaft cover on the cylinder head and
tighten the bolts

33 Fit a new seal on the vacuur purnp and it the purp
together with the adapter.

IMPORTANT
The vacuur purnp must be fitted in the same position as
previously.

34 Connect the vacuum hose for the brf
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34 Connect the vacuum hose for the brake sewvo to the
vacuum pump.

Tightening torque 18 Nm (13 Ibf fo.
Connect the vacuum hose to the bottorn of the vacuurn
purmp
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35 Tighten the fuel lines with new seals to the fuel purp.
Tightening torque 25 N (18.5 Ibf fy.

36 Check the fuel rail connection cones and replace as
necessary.

37 Fit the fuel rails in their original positions with the clips
Tightening torque 25 N (18.5 Ibf fy.

38 Check the condition of the fuel retum hoses and joints,
replace ther if necessary.

39 Connect the fuel return hoses.
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40 Fit the wiring harness channel to the cylinder head and
attach the cables.

41 Secure the wiring harmess as it was previously
42 Put back the hose oto the intake manifold

43 Connect the vacuum hose to the EGR valve
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44 Fit the right-hand engine pad bracket onto the timing cover

Tightening torque 47 Nm (35 Ibf f.

45 Position the right-hand engine pad, lower the engine and
tighten the right-hand engine pad bolts.

Tightening torque 47 Nm (35 Ibf f.

D424R024
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46 Tighten the nut on the rear engine pad
Tightening torque 47 Nm (35 Ibf f.

47 Raise the car, apply Molycote 1000 to the studs on the
turbocharger, position the front part of the exhaust pipe
together with a new gasket and fit new ruts

48 Tighten the front exhaust pipe on the turbocharger.
Tightening torque 20 Nm (15 Ibf f.

43 Fit the crankshat position sensor with & new O-ring

Tightening torque & N (6 Ibf fy.
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50 Fit the beft tensioner and tighten the top bolt irst

Tightening torque 42 Nm (31 Ibf .
Tighten the bottorn bot

Tightening torque 23 Nm (17 Ibf .

51 Fit the multigroove \-bet on all the pulleys. Relieve the
tension on the belt tensioner by turming it anti-clockwise
(towards the rear of the car) with a 19 mm spanner and fit
the et onto the belttensioner pulley. Check the position
ofthe belt on all the pulleys.

52 Put back the cover in the right-hand wheel housing, the
lower engine cover and the wheel

Tightening torque 110 Nm (81 Ibf .
Lower the car.




[image: image11.png]93 /1996 /2. Engine / Engine Management System EDC 15

Adjustmentireplacement

Diesel pump

25126

53 Fit the wiring hamess with bracket and press in the fuel
lines

54 Tighten the remaining nut for the front exhaust pipe on the
turbocharger.

Tightening torque 20 Nm (15 Ibf f.
55 Refit the turbo delivery pipe

56 Fit the engine cover.
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57 Put back the air cleaner with mass air flow sensor and
hoses.

58 Cannect the fuel lines.





